The high regard's customer:

How are you!

Thank youing can use the pico product of my company, and please press below the operation order install, and thank!

A,The software installs in proper order

1, install the good WIN98 system;     

2, open the software light the dish;    

3, double click the SETUP.EXE

4, the model number of the choice gearing

  a)PICO2000_104( PALApplication) this model number can at most support 4 roads see the frequency signal the importation

  b)PICO2000_208( PALApplication) this model number can at most support 8 roads see the frequency signal the importation

  c)PICO2000_416( PALApplication) this model number can at most support 16 roads see the frequency signal the importation

5, after finishing installing, three documents that light patch in the dish the catalogue descend: The msdxm.ocx, odbc32.dll, odbcint.dll beat  arrives the c:\ windows\ system inside.

6, square version of usage hero , please double click the light the English Pack in the dish the document.

7, the copy resemble the regulating of appearance tone must install the VideoSetup software to proceed to regulate, install the procedure under the light dish root the catalogue VideoSetup the blank page clip setup.exe.

Plank card gearing

1.Insert the plank card arrive the main plank PCI the slot;

2.Start the calculator, and the auto install the plank card the drive to move the procedure( position:Light dish driver catalogue bottom)

Change the compression method

Beginning the － circulate the － the importation the " REGEDIT", and make sure the ―― enter the registration watch the editor, and open the HKEY ＿ CURRENT ＿ the USER\ software\ univision Canada Linited\ the pico2000 double click the " CODEC" can is worth this key to change to" MP42" or" IV50"

Note:

MP42 ―― the MPEG4 compress the way( suggestion adoption MPEG4 compress way, should compress the way the compression the rate to is high)

IV50 ―― the INDEO compress the way
